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Electrical Flexible Conduit- Small Caliber Solutions -
 Kaiphone Technology Co., Ltd.
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Electrical Flexible Conduit
 │New Brand with Mature Technics│
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3
 Foundation：Headquarter：
 Factories：
 Quality System：Property：
 Advantage：
 Long term —
 ［ Corporate CI ］
 ［ Trademark ］
 Major Products：
 Certification：Main Markets：
 Application：
 Company Profile
 ChairmanMr. Amigo Hsu
 General ManagerMr. Awakee Hsu
 Year 1993New Taipei City．Taiwan．Asia
 Guangdong China (Kaiphone Technology Co., Ltd.)Zhejiang China (Zhejiang Flexible Technology Co., Ltd.)ISO 9001：2008 Certified
 ManufacturerKaiphone is one of the minority flexible conduit manufacturers who is certified with both UL & CE in Asia. We provide not only a complete range
 of standardized products but also diverse and professional customized services for general or specific needs.
 Metal flexible conduit and fittings, Non-metallic flexible conduit and fittings,OEM / ODM products and so on. UL / CUL / CE / IEC CB / GB / ATEX / WRAS / ACSAmerica, Europe, Asia and Middle East….Wires & fiber optic cables protection for power, electrical systems, machines, residential / commercial & industrial buildings, ships, public transportation systems, lift & escalator. Gas tube protection. Water tube protection for kitchen & shower room...
 Complete product certifications and focus on marketing to organize worldwide sales channel.Found a complete and global supply & sales network with brand KAIFLEX.
 Cultivate KAIFLEX to be a world-renowned & reliable brand for conduit and fitting solutions.
 Vision：
 Short term —
 Med term —
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Electrical Flexible Conduit
 Square Lock TypeSUS Square Lock (WP-S1)SUS Square Lock+Jacket (WP-S1P2)SUS Square Lock+Braiding (WP-S1SB/TB)SUS Square Lock+Braiding+Jacket (WP-S1TBP1)SUS Square Lock+Jacket+Braiding (WP-S1P2SB)
 Interlocked TypeSUS Interlocked (WP-S2)SUS Interlocked+Jacket (WP-S2P1/K1)SUS Interlocked+Braiding (WP-S2SB/TB)SUS Interlocked+Braiding+Jacket (WP-S2TBP1)SUS Interlocked+Jacket+Braiding (WP-S2P1SB)
 Mono Coil TypeSUS Mono Coil+Braiding (MC1)SUS Mono Coil+Jacket (MC2)SUS Mono Coil+Braiding+Jacket (MC3)SUS Mono Coil+Metal Foil+Braiding (MC4)
 AppendixOrdering Information GuideIP Rating
 4
 678910
 1213141516
 18202122
 24
 25
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Square Lock Type
 5
 Square Lock Type■ SUS Square Lock (WP-S1)
 - Stretched Type - Retractable Type
 ■ SUS Square Lock+Jacket (WP-S1P2)- PVC Jacket
 ■ SUS Square Lock+Braiding (WP-S1SB/TB)- Stainless Steel Braiding- Tinned Copper Braiding
 ■ SUS Square Lock+Braiding+Jacket (WP-S1TBP1)- Tinned Copper Braiding+PVC Jacket
 ■ SUS Square Lock+Jacket+Braiding (WP-S1P2SB)- PVC Jacket+Stainless Steel Braiding
 Electrical Flexible Conduit - Square Lock Series ismanufactured with stainless steel strip by continuouswound in square lock profile. The size range of thisseries of flexible tube is ID 3.5~16.1mm. It is featuredwith excellent flexibility and its miniaturized diametermakes the tube be light and also pressure resistance.That offers benefit for deployment in complex or narrowspaces. The bare electrical flexible conduit can bedirectly used in a controlled environment. For thoselocations with splash or higher humidity, electricalflexible conduit with plastic jacket is recommended.That offers not only waterproof but also fire retardant.As for the demand of high abrasion resistance orpreventing the interference of microwave or staticelectricity in the environment (EMC shielding), electricalflexible conduit with metal mesh braiding is the properone to choose.
 Specially applicable for protection of signal wire ontools, automation system or equipment, robot, accesscontrol and security system and etc..
 66
 7
 88
 9
 10
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Stainless Steel Square Lock
 6
 WP-S1-1
 -40℃~+350℃
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M
 Stainless Steel Square Lock · Stretched Type
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 IP 40
 High
 Yes
 WP-S1-2
 Stainless Steel Square Lock · Retractable Type
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 (m
 m)
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Sca
 lin
 g R
 ate
 (%)
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035051S1-1 3.5± 0.2 5.1± 0.2 ≤35 ≥35 ＜2% 200
 P040060S1-1 4.0± 0.2 6.0± 0.2 ≤40 ≥50 ＜2% 200
 P045065S1-1 4.5± 0.2 6.5± 0.2 ≤40 ≥50 ＜2% 200
 P050070S1-1 5.0± 0.2 7.0± 0.2 ≤40 ≥50 ＜2% 150
 P055075S1-1 5.5± 0.2 7.5± 0.2 ≤40 ≥50 ＜2% 150
 P060080S1-1 6.0± 0.2 8.0± 0.2 ≤40 ≥50 ＜2% 150
 P065085S1-1 6.5± 0.2 8.5± 0.2 ≤40 ≥50 ＜2% 100
 P070090S1-1 7.0± 0.2 9.0± 0.2 ≤40 ≥60 ＜2% 100
 P075095S1-1 7.5± 0.2 9.5± 0.2 ≤40 ≥60 ＜2% 100
 P080100S1-1 8.0± 0.2 10.0± 0.2 ≤40 ≥65 ＜2% 100
 P090110S1-1 9.0± 0.2 11.0± 0.2 ≤45 ≥70 ＜2% 100
 P100120S1-1 10.0± 0.2 12.0± 0.2 ≤50 ≥80 ＜2% 100
 P115140S1-1 11.5± 0.2 14.0± 0.2 ≤65 ≥80 ＜2% 50
 P125157S1-1 12.5± 0.3 15.7± 0.3 ≤85 ≥80 ＜2% 50
 P144178S1-1 14.4± 0.3 17.8± 0.3 ≤90 ≥90 ＜2% 50
 P161195S1-1 16.1± 0.3 19.5± 0.3 ≤95 ≥120 ＜2% 50
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 (m
 m)
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Sca
 lin
 g R
 ate
 (%)
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035051S1-2 3.5± 0.2 5.1± 0.2 ≤35 ≥35 ＞2% 200
 P040060S1-2 4.0± 0.2 6.0± 0.2 ≤40 ≥50 ＞5% 200
 P045065S1-2 4.5± 0.2 6.5± 0.2 ≤40 ≥50 ＞5% 200
 P050070S1-2 5.0± 0.2 7.0± 0.2 ≤40 ≥50 ＞5% 150
 P055075S1-2 5.5± 0.2 7.5± 0.2 ≤40 ≥50 ＞5% 150
 P060080S1-2 6.0± 0.2 8.0± 0.2 ≤40 ≥50 ＞5% 150
 P065085S1-2 6.5± 0.2 8.5± 0.2 ≤40 ≥50 ＞5% 100
 P070090S1-2 7.0± 0.2 9.0± 0.2 ≤40 ≥60 ＞5% 100
 P075095S1-2 7.5± 0.2 9.5± 0.2 ≤40 ≥60 ＞5% 100
 P080100S1-2 8.0± 0.2 10.0± 0.2 ≤40 ≥65 ＞10% 100
 P090110S1-2 9.0± 0.2 11.0± 0.2 ≤45 ≥70 ＞10% 100
 P100120S1-2 10.0± 0.2 12.0± 0.2 ≤50 ≥80 ＞10% 100
 P115140S1-2 11.5± 0.2 14.0± 0.2 ≤65 ≥80 ＞10% 50
 P125157S1-2 12.5± 0.3 15.7± 0.3 ≤85 ≥80 ＞10% 50
 P144178S1-2 14.4± 0.3 17.8± 0.3 ≤90 ≥90 ＞10% 50
 P161195S1-2 16.1± 0.3 19.5± 0.3 ≤95 ≥120 ＞10% 50
 -40℃~+350℃
 IP 40
 High
 Yes
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Series Code
 Features
 ProductPhoto
 Note
 Profile
 ProductSpecification
 Electrical Flexible Conduit
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7
 WP-S1P2
 Stainless Steel Square Lock · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035060S1P2 3.5± 0.2 6.0± 0.25 ≤45 ≥35 200
 P040070S1P2 4.0± 0.2 7.0± 0.25 ≤50 ≥50 200
 P045080S1P2 4.5± 0.2 8.0± 0.25 ≤50 ≥50 200
 P050078S1P2 5.0± 0.2 7.8± 0.25 ≤50 ≥50 150
 P055085S1P2 5.5± 0.2 8.5± 0.25 ≤50 ≥50 150
 P060090S1P2 6.0± 0.2 9.0± 0.25 ≤50 ≥50 150
 P065095S1P2 6.5± 0.2 9.5± 0.25 ≤50 ≥50 100
 P070100S1P2 7.0± 0.2 10.0± 0.25 ≤50 ≥60 100
 P075105S1P2 7.5± 0.2 10.5± 0.25 ≤50 ≥60 100
 P080110S1P2 8.0± 0.2 11.0± 0.25 ≤50 ≥65 100
 P090120S1P2 9.0± 0.2 12.0± 0.25 ≤55 ≥70 100
 P100130S1P2 10.0± 0.2 13.0± 0.25 ≤60 ≥80 100
 P115152S1P2 11.5± 0.2 15.2± 0.25 ≤75 ≥80 50
 P125166S1P2 12.5± 0.3 16.6± 0.35 ≤95 ≥80 50
 P144188S1P2 14.4± 0.3 18.8± 0.35 ≤100 ≥90 50
 P161205S1P2 16.1± 0.3 20.5± 0.35 ≤105 ≥120 50
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 High
 Yes
 Self-extinguishing
 By ordering
 Black/Grey (Standard), other colors are available by consult.
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Square Lock + Jacket
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Series Code
 Features
 ProductPhoto
 Profile
 Jacket Color
 Fire Retardant
 UV Restistance
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100MNote
 ProductSpecification
 Electrical Flexible Conduit
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 WP-S1SB
 Stainless Steel Square Lock · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035060S1SB 3.5± 0.2 6.0± 0.25 ≤45 ≥35 200
 P040070S1SB 4.0± 0.2 7.0± 0.25 ≤50 ≥50 200
 P045075S1SB 4.5± 0.2 7.5± 0.25 ≤50 ≥50 200
 P050080S1SB 5.0± 0.2 8.0± 0.25 ≤50 ≥50 150
 P055085S1SB 5.5± 0.2 8.5± 0.25 ≤50 ≥50 150
 P060090S1SB 6.0± 0.2 9.0± 0.25 ≤50 ≥50 150
 P065095S1SB 6.5± 0.2 9.5± 0.25 ≤50 ≥50 100
 P070100S1SB 7.0± 0.2 10.0± 0.25 ≤50 ≥60 100
 P075105S1SB 7.5± 0.2 10.5± 0.25 ≤50 ≥60 100
 P080110S1SB 8.0± 0.2 11.0± 0.25 ≤50 ≥65 100
 P090120S1SB 9.0± 0.2 12.0± 0.25 ≤55 ≥70 100
 P100130S1SB 10.0± 0.2 13.0± 0.25 ≤60 ≥80 100
 P115153S1SB 11.5± 0.2 15.3± 0.25 ≤75 ≥80 50
 P125170S1SB 12.5± 0.3 17.0± 0.35 ≤95 ≥80 50
 P144191S1SB 14.4± 0.3 19.1± 0.35 ≤100 ≥90 50
 P161208S1SB 16.1± 0.3 20.8± 0.35 ≤105 ≥120 50
 -40℃~+350℃
 IP 40
 Medium
 Standard
 Yes
 WP-S1TB
 Stainless Steel Square Lock · Tinned Copper Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035060S1TB 3.5± 0.2 6.0± 0.25 ≤45 ≥35 200
 P040070S1TB 4.0± 0.2 7.0± 0.25 ≤50 ≥50 200
 P045075S1TB 4.5± 0.2 7.5± 0.25 ≤50 ≥50 200
 P050080S1TB 5.0± 0.2 8.0± 0.25 ≤50 ≥50 150
 P055085S1TB 5.5± 0.2 8.5± 0.25 ≤50 ≥50 150
 P060090S1TB 6.0± 0.2 9.0± 0.25 ≤50 ≥50 150
 P065095S1TB 6.5± 0.2 9.5± 0.25 ≤50 ≥50 100
 P070100S1TB 7.0± 0.2 10.0± 0.25 ≤50 ≥60 100
 P075105S1TB 7.5± 0.2 10.5± 0.25 ≤50 ≥60 100
 P080110S1TB 8.0± 0.2 11.0± 0.25 ≤50 ≥65 100
 P090120S1TB 9.0± 0.2 12.0± 0.25 ≤55 ≥70 100
 P100130S1TB 10.0± 0.2 13.0± 0.25 ≤60 ≥80 100
 P115153S1TB 11.5± 0.2 15.3± 0.25 ≤75 ≥80 50
 P125170S1TB 12.5± 0.3 17.0± 0.35 ≤95 ≥80 50
 P144191S1TB 14.4± 0.3 19.1± 0.35 ≤100 ≥90 50
 P161208S1TB 16.1± 0.3 20.8± 0.35 ≤105 ≥120 50
 -40℃~+350℃
 IP 40
 Medium
 High
 Yes
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Square Lock + Braiding
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Series Code
 Features
 ProductPhoto
 Note
 Profile
 EMC Shielding
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M
 ProductSpecification
 Electrical Flexible Conduit
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 WP-S1TBP1
 SUS Square Lock · Tinned Copper Braiding · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035070S1TBP1 3.5± 0.2 7.0± 0.3 ≤55 ≥35 200
 P040080S1TBP1 4.0± 0.2 8.0± 0.3 ≤60 ≥50 200
 P045085S1TBP1 4.5± 0.2 8.5± 0.3 ≤60 ≥50 200
 P050095S1TBP1 5.0± 0.2 9.5± 0.3 ≤60 ≥50 150
 P055100S1TBP1 5.5± 0.2 10.0± 0.3 ≤60 ≥50 150
 P060105S1TBP1 6.0± 0.2 10.5± 0.3 ≤60 ≥50 150
 P065110S1TBP1 6.5± 0.2 11.0± 0.3 ≤60 ≥50 100
 P070120S1TBP1 7.0± 0.2 12.0± 0.3 ≤60 ≥60 100
 P075125S1TBP1 7.5± 0.2 12.5± 0.3 ≤60 ≥60 100
 P080130S1TBP1 8.0± 0.2 13.0± 0.3 ≤60 ≥65 100
 P090140S1TBP1 9.0± 0.2 14.0± 0.3 ≤65 ≥70 100
 P100150S1TBP1 10.0± 0.2 15.0± 0.3 ≤70 ≥80 100
 P115178S1TBP1 11.5± 0.2 17.8± 0.3 ≤85 ≥80 50
 P125195S1TBP1 12.5± 0.3 19.5± 0.4 ≤105 ≥80 50
 P144216S1TBP1 14.4± 0.3 21.6± 0.4 ≤110 ≥90 50
 P161228S1TBP1 16.1± 0.3 22.8± 0.4 ≤115 ≥120 50
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Medium
 Yes
 Self-extinguishing
 By ordering
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Square Lock + Braiding + Jacket
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Series Code
 Features
 ProductPhoto
 Profile
 ProductSpecification
 Jacket Color
 EMC Shielding
 UV Resistance
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100MNote
 High
 Black/Grey (Standard), other colors are available by consult.
 Fire Retardant
 Electrical Flexible Conduit
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 WP-S1P2SB
 SUS Square Lock · PVC Jacket · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P035070S1P2SB 3.5± 0.2 7.0± 0.3 ≤55 ≥35 200
 P040080S1P2SB 4.0± 0.2 8.0± 0.3 ≤60 ≥50 200
 P045090S1P2SB 4.5± 0.2 9.0± 0.3 ≤60 ≥50 200
 P050088S1P2SB 5.0± 0.2 8.8± 0.3 ≤55 ≥50 150
 P055095S1P2SB 5.5± 0.2 9.5± 0.3 ≤55 ≥50 150
 P060100S1P2SB 6.0± 0.2 10.0± 0.3 ≤55 ≥50 150
 P065105S1P2SB 6.5± 0.2 10.5± 0.3 ≤55 ≥50 100
 P070110S1P2SB 7.0± 0.2 11.0± 0.3 ≤55 ≥60 100
 P075115S1P2SB 7.5± 0.2 11.5± 0.3 ≤55 ≥60 100
 P080120S1P2SB 8.0± 0.2 12.0± 0.3 ≤55 ≥65 100
 P090130S1P2SB 9.0± 0.2 13.0± 0.3 ≤60 ≥70 100
 P100140S1P2SB 10.0± 0.2 14.0± 0.3 ≤65 ≥80 100
 P115165S1P2SB 11.5± 0.2 16.5± 0.3 ≤80 ≥80 50
 P125179S1P2SB 12.5± 0.3 17.9± 0.4 ≤100 ≥80 50
 P144201S1P2SB 14.4± 0.3 20.1± 0.4 ≤105 ≥90 50
 P161218S1P2SB 16.1± 0.3 21.8± 0.4 ≤110 ≥120 50
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Square Lock + Jacket + Braiding
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Medium
 Yes
 Self-extinguishing
 Standard
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Jacket Color
 EMC Shielding
 UV Resistance By ordering
 Black/Grey (Standard), other colors are available by consult.
 Fire Retardant
 Profile
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100MNote
 Electrical Flexible Conduit
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 Interlocked Type■ SUS Interlocked (WP-S2)
 - Retractable Type
 ■ SUS Interlocked+Jacket (WP-S2P1/K1)- PVC Jacket
 ■ SUS Interlocked+Braiding (WP-S2SB/TB)- Stainless Steel Braiding- Tinner Copper Braiding
 ■ SUS Interlocked+Braiding+Jacket (WP-S2TBP1)- Tinner Copper Braiding+PVC Jacket
 ■ SUS Interlocked+Jacket+Braiding (WP-S2P1SB)- PVC Jacket+Stainless Steel Braiding
 Electrical Flexible Conduit – Interlocked Series ismanufactured with stainless steel strip by continuouswound in interlock profile. The size range of this series of flexible tube is ID 4.0~16.1mm. It is featured withexcellent flexibility and higher tensile resistance. Itsminiaturized diameter makes the tube be light and also pressure resistance. That offers benefit to protect wires on constant moving part and in complex or narrow spaces. The bare electrical flexible conduit can be directly used in a controlled environment. For thoselocations with splash or higher humidity, electricalflexible conduit with plastic jacket is recommended. That offers not only waterproof but also fire retardant. As for the demand of high abrasion resistance or preventing the interference of microwave or static electricity in the environment (EMC shielding), electrical flexible conduit with metal mesh braiding is the proper one to choose.
 Specially applicable for protection of signal wire onmachine tools, automation system or equipment, robot,access control and security system and etc..
 12
 13
 1414
 15
 16
 Interlocked Type
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 WP-S2
 Stainless Steel Interlocked · Retractable Type
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 (m
 m)
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Sca
 lin
 g R
 ate
 (%)
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040060S2 4.0± 0.2 6.0± 0.2 ≤40 ≥100 ＜10% 200
 P046066S2 4.6± 0.2 6.6± 0.2 ≤45 ≥100 ＜10% 200
 P050070S2 5.0± 0.2 7.0± 0.2 ≤45 ≥100 ＜10% 200
 P054078S2 5.4± 0.2 7.8± 0.2 ≤47 ≥120 ＜10% 150
 P059084S2 5.9± 0.2 8.4± 0.2 ≤47 ≥120 ＜10% 150
 P062082S2 6.2± 0.2 8.2± 0.2 ≤47 ≥100 ＜10% 150
 P066090S2 6.6± 0.2 9.0± 0.2 ≤50 ≥120 ＜10% 150
 P070095S2 7.0± 0.2 9.5± 0.2 ≤60 ≥120 ＜10% 150
 P080105S2 8.0± 0.2 10.5± 0.2 ≤65 ≥120 ＜10% 100
 P095125S2 9.5± 0.2 12.5± 0.2 ≤65 ≥140 ＜10% 100
 P125157S2 12.5± 0.3 15.7± 0.3 ≤85 ≥140 ＜10% 100
 P145170S2 14.5± 0.3 17.0± 0.3 ≤90 ≥140 ＜10% 50
 P150180S2 15.0± 0.3 18.0± 0.3 ≤100 ≥180 ＜10% 50
 P161195S2 16.1± 0.3 19.5± 0.3 ≤110 ≥200 ＜10% 50
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Interlocked
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Series Code
 Features
 ProductPhoto
 Note
 Profile
 ProductSpecification
 -40℃~+350℃
 IP 40
 High
 Yes
 Electrical Flexible Conduit
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 WP-S2P1
 Stainless Steel Interlocked · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040070S2P1 4.0± 0.2 7.0± 0.25 ≤45 ≥100 200
 P046076S2P1 4.6± 0.2 7.6± 0.25 ≤50 ≥100 200
 P050080S2P1 5.0± 0.2 8.0± 0.25 ≤50 ≥100 200
 P054088S2P1 5.4± 0.2 8.8± 0.25 ≤52 ≥120 100
 P059094S2P1 5.9± 0.2 9.4± 0.25 ≤57 ≥120 100
 P062092S2P1 6.2± 0.2 9.2± 0.25 ≤57 ≥100 100
 P066100S2P1 6.6± 0.2 10.0± 0.25 ≤55 ≥120 100
 P070105S2P1 7.0± 0.2 10.5± 0.25 ≤65 ≥120 100
 P080125S2P1 8.0± 0.2 12.5± 0.25 ≤75 ≥120 100
 P095145S2P1 9.5± 0.2 14.5± 0.25 ≤75 ≥140 100
 P125177S2P1 12.5± 0.3 17.7± 0.35 ≤95 ≥140 50
 P145195S2P1 14.5± 0.3 19.5± 0.35 ≤100 ≥140 50
 P150205S2P1 15.0± 0.3 20.5± 0.35 ≤110 ≥180 50
 P161213S2P1 16.1± 0.3 21.3± 0.35 ≤120 ≥200 50
 —
 WP-S2K1
 Stainless Steel Interlocked · Explosion Proof Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040070S2K1 4.0± 0.2 7.0± 0.25 ≤45 ≥100 200
 P046080S2K1 4.6± 0.2 8.0± 0.25 ≤50 ≥100 200
 P050080S2K1 5.0± 0.2 8.0± 0.25 ≤50 ≥100 200
 P054095S2K1 5.4± 0.2 9.5± 0.25 ≤52 ≥120 100
 P059100S2K1 5.9± 0.2 10.0± 0.25 ≤57 ≥120 100
 - - - - - -
 P066100S2K1 6.6± 0.2 10.0± 0.25 ≤55 ≥120 100
 - - - - - -
 - - - - - -
 P095150S2K1 9.5± 0.2 15.0± 0.25 ≤75 ≥140 100
 P100150S2K1 10.0± 0.2 15.0± 0.25 ≤75 ≥140 100
 P125177S2K1 12.5± 0.3 17.7± 0.25 ≤95 ≥140 50
 - - - - - -
 P161213S2K1 16.1± 0.3 21.3± 0.35 ≤120 ≥200 50
 IP 66
 High
 Yes
 Self-extinguishing
 By ordering
 Black/White (Standard), other colors are available by consult.
 ATEX
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Interlocked + Jacket
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Series Code
 Features
 ProductPhoto
 Jacket Color
 Fire Retardant
 UV Restistance
 ProductSpecification
 Certificate
 IP 66
 Self-extinguishing
 By ordering
 Black/Grey (Standard), other colors are available by consult.
 High
 Yes
 -20℃~+80℃ , -40℃~+105℃ -20℃~+80℃ , -40℃~+105℃
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100MNote
 Profile
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M
 Electrical Flexible Conduit
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 WP-S2SB
 Stainless Steel Interlocked · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040070S2SB 4.0± 0.2 7.0± 0.25 ≤45 ≥100 200
 P046076S2SB 4.6± 0.2 7.6± 0.25 ≤50 ≥100 200
 P050080S2SB 5.0± 0.2 8.0± 0.25 ≤50 ≥100 200
 P054088S2SB 5.4± 0.2 8.8± 0.25 ≤52 ≥120 100
 P059094S2SB 5.9± 0.2 9.4± 0.25 ≤57 ≥120 100
 P062092S2SB 6.2± 0.2 9.2± 0.25 ≤57 ≥100 100
 P066100S2SB 6.6± 0.2 10.0± 0.25 ≤55 ≥120 100
 P070105S2SB 7.0± 0.2 10.5± 0.25 ≤65 ≥120 100
 P080115S2SB 8.0± 0.2 11.5± 0.25 ≤75 ≥120 100
 P095135S2SB 9.5± 0.2 13.5± 0.25 ≤75 ≥140 100
 P125160S2SB 12.5± 0.3 16.0± 0.35 ≤95 ≥140 50
 P145183S2SB 14.5± 0.3 18.3± 0.35 ≤100 ≥140 50
 P150193S2SB 15.0± 0.3 19.3± 0.35 ≤110 ≥180 50
 P161208S2SB 16.1± 0.3 20.8± 0.35 ≤120 ≥200 50
 WP-S2TB
 Stainless Steel Interlocked · Tinned Copper Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040070S2TB 4.0± 0.2 7.0± 0.25 ≤45 ≥100 200
 P046076S2TB 4.6± 0.2 7.6± 0.25 ≤50 ≥100 200
 P050080S2TB 5.0± 0.2 8.0± 0.25 ≤50 ≥100 200
 P054088S2TB 5.4± 0.2 8.8± 0.25 ≤52 ≥120 100
 P059094S2TB 5.9± 0.2 9.4± 0.25 ≤57 ≥120 100
 P062092S2TB 6.2± 0.2 9.2± 0.25 ≤57 ≥100 100
 P066100S2TB 6.6± 0.2 10.0± 0.25 ≤55 ≥120 100
 P070105S2TB 7.0± 0.2 10.5± 0.25 ≤65 ≥120 100
 P080115S2TB 8.0± 0.2 11.5± 0.25 ≤75 ≥120 100
 P095135S2TB 9.5± 0.2 13.5± 0.25 ≤75 ≥140 100
 P125160S2TB 12.5± 0.3 16.0± 0.35 ≤95 ≥140 50
 P145183S2TB 14.5± 0.3 18.3± 0.35 ≤100 ≥140 50
 P150193S2TB 15.0± 0.3 19.3± 0.35 ≤110 ≥180 50
 P161208S2TB 16.1± 0.3 20.8± 0.35 ≤120 ≥200 50
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Interlocked + Braiding
 -40℃~+350℃
 IP 40
 Medium
 Standard
 Yes
 -40℃~+350℃
 IP 40
 Medium
 High
 Yes
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Series Code
 Features
 ProductPhoto
 Note
 Profile
 EMC Shielding
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M 1、Follow IEC standard, 2~3 joints are allowed in a length of 100M
 ProductSpecification
 Electrical Flexible Conduit
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 WP-S2TBP1
 SUS Interlocked · Tinned Copper Braiding · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040080S2TBP1 4.0± 0.2 8.0± 0.3 ≤50 ≥100 200
 P046086S2TBP1 4.6± 0.2 8.6± 0.3 ≤55 ≥100 200
 P050090S2TBP1 5.0± 0.2 9.0± 0.3 ≤55 ≥100 200
 P054098S2TBP1 5.4± 0.2 9.8± 0.3 ≤57 ≥120 100
 P059104S2TBP1 5.9± 0.2 10.4± 0.3 ≤62 ≥120 100
 P062102S2TBP1 6.2± 0.2 10.2± 0.3 ≤62 ≥100 100
 P066110S2TBP1 6.6± 0.2 11.0± 0.3 ≤60 ≥120 100
 P070115S2TBP1 7.0± 0.2 11.5± 0.3 ≤70 ≥120 100
 P080125S2TBP1 8.0± 0.2 12.5± 0.3 ≤80 ≥120 100
 P095150S2TBP1 9.5± 0.2 15.0± 0.3 ≤80 ≥140 100
 P125180S2TBP1 12.5± 0.3 18.0± 0.4 ≤100 ≥140 50
 P145203S2TBP1 14.5± 0.3 20.3± 0.4 ≤105 ≥140 50
 P150213S2TBP1 15.0± 0.3 21.3± 0.4 ≤115 ≥180 50
 P161228S2TBP1 16.1± 0.3 22.8± 0.4 ≤125 ≥200 50
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Interlocked + Braiding + Jacket
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Medium
 Yes
 Self-extinguishing
 High
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Profile
 Jacket Color
 EMC Shielding
 UV Resistance
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100MNote
 By ordering
 Black/Grey (Standard), other colors are available by consult.
 Fire Retardant
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 Electrical Flexible Conduit
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 WP-S2P1SB
 SUS Interlocked · PVC Jacket · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Ben
 din
 gR
 ad
 ius (
 mm
 )
 Ten
 sil
 eR
 esis
 tan
 ce (
 kg
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 P040080S2P1SB 4.0± 0.2 8.0± 0.3 ≤50 ≥100 200
 P046086S2P1SB 4.6± 0.2 8.6± 0.3 ≤55 ≥100 200
 P050090S2P1SB 5.0± 0.2 9.0± 0.3 ≤55 ≥100 200
 P054098S2P1SB 5.4± 0.2 9.8± 0.3 ≤57 ≥120 100
 P059104S2P1SB 5.9± 0.2 10.4± 0.3 ≤62 ≥120 100
 P062102S2P1SB 6.2± 0.2 10.2± 0.3 ≤62 ≥100 100
 P066110S2P1SB 6.6± 0.2 11.0± 0.3 ≤60 ≥120 100
 P070115S2P1SB 7.0± 0.2 11.5± 0.3 ≤70 ≥120 100
 P080135S2P1SB 8.0± 0.2 13.5± 0.3 ≤80 ≥120 100
 P095155S2P1SB 9.5± 0.2 15.5± 0.3 ≤80 ≥140 100
 P125190S2P1SB 12.5± 0.3 19.0± 0.4 ≤100 ≥140 50
 P145208S2P1SB 14.5± 0.3 20.8± 0.4 ≤105 ≥140 50
 P150218S2P1SB 15.0± 0.3 21.8± 0.4 ≤115 ≥180 50
 P161226S2P1SB 16.1± 0.3 22.6± 0.4 ≤125 ≥200 50
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Interlocked + Jacket + Braiding
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Medium
 Yes
 Self-extinguishing
 Standard
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 Profile
 Jacket Color
 EMC Shielding
 UV Resistance
 1、Follow IEC standard, 2~3 joints are allowed in a length of 100MNote
 By ordering
 Black/Grey (Standard), other colors are available by consult.
 Fire Retardant
 Electrical Flexible Conduit
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 Mono Coil Type■ SUS Mono Coil+Braiding (MC1)
 - Stainless Steel Braiding- Stainless Steel Braiding (Higher Rigidity)- Tinned Copper Braiding- Tinned Copper Braiding (Higher Rigidity)
 ■ SUS Mono Coil+Jacket (MC2)- PVC Jacket- PVC Jacket (Higher Rigidity)
 ■ SUS Mono Coil+Braiding+Jacket (MC3)- Stainless Steel Braiding+PVC Jacket- Tinned Copper Braiding+PVC Jacket
 ■ SUS Mono Coil+Metal Foil+Braiding (MC4)- Aluminum Foil+Stainless Steel Braiding- Aluminum Foil+Tinned Copper Braiding- Copper Foil+Stainless Steel Braiding- Copper Foil+Tinned Copper Braiding
 Electrical Flexible Conduit, Mono Coil Type ismanufactured with stainless steel strip or stainlesssteel wire by continuous wound in mono coil profile.The conduit sizes is ID 0.6~9.0mm. The feature ofthis series product are included smaller-caliber,lighter weight, higher bending resistance, superiorflexibility and insulating. In addition, we also offerwater proof, braiding and EMC shielding solution fordifferent applications.
 Applications: Extensively applied for the opticalmeasuring instrument, medical instruments,industrial endoscope, optical communicationnetwork system, automated system and equipment,robots, light guide tube and etc.
 18181919
 2020
 2121
 22222323
 Mono Coil Type
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 MC1-K-SB
 Stainless Steel Mono Coil · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC1-K006012-SSB 0.6± 0.1 1.2± 0.1 7.5 500
 MC1-K008015-SSB 0.8± 0.1 1.5± 0.1 8.5 500
 MC1-K010020-SSB 1.0± 0.1 2.0± 0.1 9.5 500
 MC1-K015025-SSB 1.5± 0.1 2.5± 0.1 14 500
 MC1-K018027-SSB 1.8± 0.1 2.7± 0.1 19 500
 MC1-K022032-SSB 2.2± 0.1 3.2± 0.1 21 500
 MC1-K030042-SSB 3.0± 0.1 4.2± 0.1 32 500
 MC1-K035048-SSB 3.5± 0.2 4.8± 0.2 43 200
 MC1-K040050-SSB 4.0± 0.2 5.0± 0.2 46 200
 MC1-K045055-SSB 4.5± 0.2 5.5± 0.2 52 200
 MC1-K050062-SSB 5.0± 0.2 6.2± 0.2 58 200
 MC1-K060072-SSB 6.0± 0.2 7.2± 0.2 75 200
 MC1-K068080-SSB 6.8± 0.2 8.0± 0.2 86 200
 MC1-K070082-SSB 7.0± 0.2 8.2± 0.2 89 200
 MC1-K080092-SSB 8.0± 0.2 9.2± 0.2 93 200
 MC1-K085098-SSB 8.5± 0.2 9.8± 0.2 104 200
 MC1-K090102-SSB 9.0± 0.2 10.2± 0.2 110 200
 TensileResistance
 MC1-J-SB
 Stainless Steel Mono Coil (Higher Rigidity) · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 MC1-J017024-SSB 1.7± 0.2 2.4± 0.2 8 100
 MC1-J021029-SSB 2.1± 0.2 2.9± 0.2 15 100
 MC1-J028036-SSB 2.8± 0.2 3.6± 0.2 23 100
 MC1-J032040-SSB 3.2± 0.2 4.0± 0.2 23 100
 MC1-J040050-SSB 4.0± 0.2 5.0± 0.2 28 100
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Mono Coil + Braiding
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 -40℃~+350℃
 IP 40
 High
 Standard
 Yes
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 EMC Shielding
 Profile
 Note
 High
 -40℃~+350℃
 IP 40
 High
 Standard
 Yes
 High
 Electrical Flexible Conduit
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 MC1-K-TB
 Stainless Steel Mono Coil · Tinned Copper Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC1-K006012-STB 0.6± 0.1 1.2± 0.1 7.5 500
 MC1-K008015-STB 0.8± 0.1 1.5± 0.1 8.5 500
 MC1-K010019-STB 1.0± 0.1 1.9± 0.1 9.5 500
 MC1-K015024-STB 1.5± 0.1 2.4± 0.1 14 500
 MC1-K018027-STB 1.8± 0.1 2.7± 0.1 19 500
 MC1-K022032-STB 2.2± 0.1 3.2± 0.1 21 500
 MC1-K030042-STB 3.0± 0.1 4.2± 0.1 32 500
 MC1-K035048-STB 3.5± 0.2 4.8± 0.2 43 200
 MC1-K040050-STB 4.0± 0.2 5.0± 0.2 46 200
 MC1-K045055-STB 4.5± 0.2 5.5± 0.2 52 200
 MC1-K050062-STB 5.0± 0.2 6.2± 0.2 58 200
 MC1-K060072-STB 6.0± 0.2 7.2± 0.2 75 200
 MC1-K068080-STB 6.8± 0.2 8.0± 0.2 86 200
 MC1-K070082-STB 7.0± 0.2 8.2± 0.2 89 200
 MC1-K080092-STB 8.0± 0.2 9.2± 0.2 93 200
 MC1-K085098-STB 8.5± 0.2 9.8± 0.2 104 200
 MC1-K090102-STB 9.0± 0.2 10.2± 0.2 110 200
 MC1-J-TB
 Stainless Steel Mono Coil (Higher Rigidity) · Tinned Copper Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 MC1-J017024-STB 1.7± 0.2 2.4± 0.2 8 100
 MC1-J021029-STB 2.1± 0.2 2.9± 0.2 15 100
 MC1-J028036-STB 2.8± 0.2 3.6± 0.2 23 100
 MC1-J032040-STB 3.2± 0.2 4.0± 0.2 23 100
 MC1-J040050-STB 4.0± 0.2 5.0± 0.2 28 100
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Mono Coil + Braiding
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 TensileResistance
 -40℃~+350℃
 IP 40
 High
 High
 Yes
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 EMC Shielding
 High
 -40℃~+350℃
 IP 40
 High
 High
 Yes
 High
 Profile
 Note
 Electrical Flexible Conduit
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 MC2-K-P
 Stainless Steel Mono Coil · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC2-K006020-SPB 0.6± 0.1 2.0± 0.1 8.9 500
 MC2-K008020-SPB 0.8± 0.1 2.0± 0.1 9.1 500
 MC2-K011030-SPB 1.0± 0.1 3.0± 0.1 14.9 500
 MC2-K015033-SPB 1.5± 0.1 3.3± 0.1 18.9 500
 MC2-K018040-SPB 1.8± 0.1 4.0± 0.1 27.5 500
 MC2-K022040-SPB 2.2± 0.1 4.0± 0.1 37.9 500
 MC2-K030050-SPB 3.0± 0.1 5.0± 0.1 37.9 500
 MC2-K035060-SPB 3.5± 0.2 6.0± 0.2 55.3 200
 MC2-K040060-SPB 4.0± 0.2 6.0± 0.2 55 200
 MC2-K045070-SPB 4.5± 0.2 7.0± 0.2 68.8 200
 MC2-K050070-SPB 5.0± 0.2 7.0± 0.2 66.7 200
 MC2-K060080-SPB 6.0± 0.2 8.0± 0.2 82.6 200
 MC2-K068090-SPB 6.8± 0.2 9.0± 0.2 93.3 200
 MC2-K070090-SPB 7.0± 0.2 9.0± 0.2 94.6 200
 MC2-K080100-SPB 8.0± 0.2 10.0± 0.2 99.5 200
 MC2-K085110-SPB 8.5± 0.2 11.0± 0.2 118.1 200
 MC1-K090110-SPB 9.0± 0.2 11.0± 0.2 119.4 200
 MC2-J-P
 Stainless Steel Mono Coil (Higher Rigidity) · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 - - - - -
 - - - - -
 - - - - -
 - - - - -
 MC2-J017029-SPB 1.7± 0.2 2.9± 0.2 8 100
 MC2-J022032-SPB 2.2± 0.2 3.2± 0.2 14 100
 MC2-J028040-SPB 2.8± 0.2 4.0± 0.2 19 100
 - - - - -
 MC2-J040050-SPB 4.0± 0.2 5.0± 0.2 22 100
 - - - - -
 MC2-J050065-SPB 5.0± 0.2 6.5± 0.2 37 100
 - - - - -
 - - - - -
 MC2-J070085-SPB 7.0± 0.2 8.5± 0.2 50 100
 - - - - -
 - - - - -
 - - - - -
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Mono Coil + Jacket
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Grey/Red/Blue/Black (Standard), other colors are available by consult.
 Yes
 TemperatureRange
 IP Rating
 Jacket Color
 RoHS
 HighFlexibility
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Grey/Red/Blue/Black (Standard), other colors are available by consult.
 Yes
 High
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 Profile
 Note
 Electrical Flexible Conduit
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 MC3-K-SBP
 Stainless Steel Mono Coil · Stainless Steel Braiding · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC3-K006020-SSBPG 0.6± 0.1 2.0± 0.1 11 500
 MC3-K008030-SSBPG 0.8± 0.1 3.0± 0.1 15 500
 MC3-K010030-SSBPG 1.0± 0.1 3.0± 0.1 17 500
 MC3-K015035-SSBPG 1.5± 0.1 3.5± 0.1 22 500
 MC3-K018040-SSBPG 1.8± 0.1 4.0± 0.1 30 500
 MC3-K022050-SSBPG 2.2± 0.1 5.0± 0.1 33 500
 MC3-K030060-SSBPG 3.0± 0.1 6.0± 0.1 41 500
 MC3-K035065-SSBPG 3.5± 0.2 6.5± 0.2 56 200
 MC3-K040070-SSBPG 4.0± 0.2 7.0± 0.2 62 200
 MC3-K045075-SSBPG 4.5± 0.2 7.5± 0.2 80 200
 MC3-K050080-SSBPG 5.0± 0.2 8.0± 0.2 85 200
 MC3-K060085-SSBPG 6.0± 0.2 8.5± 0.2 106 200
 MC3-K068090-SSBPG 6.8± 0.2 9.0± 0.2 118 200
 MC3-K070095-SSBPG 7.0± 0.2 9.5± 0.2 126 200
 MC3-K080110-SSBPG 8.0± 0.2 11.0± 0.2 130 200
 MC3-K085115-SSBPG 8.5± 0.2 11.5± 0.2 147 200
 MC3-K090120-SSBPG 9.0± 0.2 12.0± 0.2 150 200
 MC3-K-TBP
 Stainless Steel Mono Coil · Tinned Copper Braiding · PVC Jacket
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/Ja
 ck
 et
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC3-K006020-STBPU 0.6± 0.1 2.0± 0.1 11 500
 MC3-K008030-STBPU 0.8± 0.1 3.0± 0.1 15 500
 MC3-K010030-STBPU 1.0± 0.1 3.0± 0.1 17 500
 MC3-K015035-STBPU 1.5± 0.1 3.5± 0.1 22 500
 MC3-K018040-STBPU 1.8± 0.1 4.0± 0.1 30 500
 MC3-K022050-STBPU 2.2± 0.1 5.0± 0.1 33 500
 MC3-K030060-STBPU 3.0± 0.1 6.0± 0.1 41 500
 MC3-K035065-STBPU 3.5± 0.2 6.5± 0.2 56 200
 MC3-K040070-STBPU 4.0± 0.2 7.0± 0.2 62 200
 MC3-K045075-STBPU 4.5± 0.2 7.5± 0.2 80 200
 MC3-K050080-STBPU 5.0± 0.2 8.0± 0.2 85 200
 MC3-K060085-STBPU 6.0± 0.2 8.5± 0.2 106 200
 MC3-K068090-STBPU 6.8± 0.2 9.0± 0.2 118 200
 MC3-K070095-STBPU 7.0± 0.2 9.5± 0.2 126 200
 MC3-K080110-STBPU 8.0± 0.2 11.0± 0.2 130 200
 MC3-K085115-STBPU 8.5± 0.2 11.5± 0.2 147 200
 MC3-K090120-STBPU 9.0± 0.2 12.0± 0.2 150 200
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Mono Coil + Braiding + Jacket
 Electrical Flexible Conduit
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 -20℃~+80℃ , -40℃~+105℃
 IP 66
 Grey/Red/Blue (Standard), other colors are available by consult.
 Yes
 TemperatureRange
 IP Rating
 Jacket Color
 RoHS
 Standard
 Flexibility High
 EMC Shielding
 Grey/Red/Blue (Standard), other colors are available by consult.
 Yes
 High
 High
 Profile
 Note
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 MC4-K-ASB
 Stainless Steel Mono Coil · Aluminum Foil · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC4-K006012-SASB 0.6± 0.1 1.2± 0.1 7.8 200
 MC4-K008015-SASB 0.8± 0.1 1.5± 0.1 8.8 200
 MC4-K010020-SASB 1.0± 0.1 2.0± 0.1 10.0 200
 MC4-K015025-SASB 1.5± 0.1 2.5± 0.1 14.6 200
 MC4-K018027-SASB 1.8± 0.1 2.7± 0.1 19.7 200
 MC4-K022032-SASB 2.2± 0.1 3.2± 0.1 22.4 200
 MC4-K030042-SASB 3.0± 0.1 4.2± 0.1 33.7 200
 MC4-K035048-SASB 3.5± 0.2 4.8± 0.2 44.3 100
 MC4-K040050-SASB 4.0± 0.2 5.0± 0.2 47.5 100
 MC4-K045055-SASB 4.5± 0.2 5.5± 0.2 53.6 100
 MC4-K050062-SASB 5.0± 0.2 6.2± 0.2 59.8 100
 MC4-K060072-SASB 6.0± 0.2 7.2± 0.2 76.6 100
 MC4-K068080-SASB 6.8± 0.2 8.0± 0.2 88.3 100
 MC4-K070082-SASB 7.0± 0.2 8.2± 0.2 91.4 100
 MC4-K080092-SASB 8.0± 0.2 9.2± 0.2 95.0 100
 MC4-K085098-SASB 8.5± 0.2 9.8± 0.2 106.1 100
 MC4-K090102-SASB 9.0± 0.2 10.2± 0.2 113.1 100
 MC4-K-ATB
 Stainless Steel Mono Coil · Aluminum Foil · Tinned Copper Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC4-K006012-SATB 0.6± 0.1 1.2± 0.1 7.8 200
 MC4-K008015-SATB 0.8± 0.1 1.5± 0.1 8.8 200
 MC4-K010020-SATB 1.0± 0.1 2.0± 0.1 10.0 200
 MC4-K015025-SATB 1.5± 0.1 2.5± 0.1 14.6 200
 MC4-K018027-SATB 1.8± 0.1 2.7± 0.1 19.7 200
 MC4-K022032-SATB 2.2± 0.1 3.2± 0.1 22.4 200
 MC4-K030042-SATB 3.0± 0.1 4.2± 0.1 33.7 200
 MC4-K035048-SATB 3.5± 0.2 4.8± 0.2 44.3 100
 MC4-K040050-SATB 4.0± 0.2 5.0± 0.2 47.5 100
 MC4-K045055-SATB 4.5± 0.2 5.5± 0.2 53.6 100
 MC4-K050062-SATB 5.0± 0.2 6.2± 0.2 59.8 100
 MC4-K060072-SATB 6.0± 0.2 7.2± 0.2 76.6 100
 MC4-K068080-SATB 6.8± 0.2 8.0± 0.2 88.3 100
 MC4-K070082-SATB 7.0± 0.2 8.2± 0.2 91.4 100
 MC4-K080092-SATB 8.0± 0.2 9.2± 0.2 95.0 100
 MC4-K085098-SATB 8.5± 0.2 9.8± 0.2 106.1 100
 MC4-K090102-SATB 9.0± 0.2 10.2± 0.2 113.1 100
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Mono Coil + Metal Foil + Braiding
 Electrical Flexible Conduit
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 Profile
 Note
 TensileResistance
 -40℃~+350℃
 IP 40
 High
 Advanced High
 Yes
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 EMC Shielding
 High
 -40℃~+350℃
 IP 40
 High
 Advanced High
 Yes
 High
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 MC4-K-BSB
 Stainless Steel Mono Coil · Copper Foil · Stainless Steel Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC4-K006012-SBSB 0.6± 0.1 1.2± 0.1 8.4 200
 MC4-K008015-SBSB 0.8± 0.1 1.5± 0.1 9.7 200
 MC4-K011020-SBSB 1.0± 0.1 2.0± 0.1 11.2 200
 MC4-K015025-SBSB 1.5± 0.1 2.5± 0.1 16.2 200
 MC4-K018027-SBSB 1.8± 0.1 2.7± 0.1 21.5 200
 MC4-K022032-SBSB 2.2± 0.1 3.2± 0.1 24.4 200
 MC4-K030042-SBSB 3.0± 0.1 4.2± 0.1 36.4 200
 MC4-K036048-SBSB 3.5± 0.2 4.8± 0.2 47.5 100
 MC4-K040050-SBSB 4.0± 0.2 5.0± 0.2 50.8 100
 MC4-K045055-SBSB 4.5± 0.2 5.5± 0.2 57.4 100
 MC4-K050062-SBSB 5.0± 0.2 6.2± 0.2 64.1 100
 MC4-K060072-SBSB 6.0± 0.2 7.2± 0.2 81.5 100
 MC4-K068080-SBSB 6.8± 0.2 8.0± 0.2 93.8 100
 MC4-K070082-SBSB 7.0± 0.2 8.2± 0.2 97.1 100
 MC4-K080092-SBSB 8.0± 0.2 9.2± 0.2 102.1 100
 MC4-K085098-SBSB 8.5± 0.2 9.8± 0.2 113.7 100
 MC4-K090102-SBSB 9.0± 0.2 10.2± 0.2 120.1 100
 MC4-K-BTB
 Tainless Steel Mono Coil · Copper Foil · Tinned Copper Braiding
 Pa
 rt N
 um
 ber
 ID (
 mm
 )
 OD
 w/B
 raid
 ing
 (mm
 )
 Weig
 ht
 (g/m
 )
 Pa
 ck
 ag
 e/R
 oll
 (m)
 MC4-K006012-SBTB 0.6± 0.1 1.2± 0.1 8.4 200
 MC4-K008015-SBTB 0.8± 0.1 1.5± 0.1 9.7 200
 MC4-K011020-SBTB 1.0± 0.1 2.0± 0.1 11.2 200
 MC4-K015025-SBTB 1.5± 0.1 2.5± 0.1 16.2 200
 MC4-K018027-SBTB 1.8± 0.1 2.7± 0.1 21.5 200
 MC4-K022032-SBTB 2.2± 0.1 3.2± 0.1 24.4 200
 MC4-K030042-SBTB 3.0± 0.1 4.2± 0.1 36.4 200
 MC4-K035048-SBTB 3.5± 0.2 4.8± 0.2 47.5 100
 MC4-K040050-SBTB 4.0± 0.2 5.0± 0.2 50.8 100
 MC4-K045055-SBTB 4.5± 0.2 5.5± 0.2 57.4 100
 MC4-K050062-SBTB 5.0± 0.2 6.2± 0.2 64.1 100
 MC4-K060072-SBTB 6.0± 0.2 7.2± 0.2 81.5 100
 MC4-K068080-SBTB 6.8± 0.2 8.0± 0.2 93.8 100
 MC4-K070082-SBTB 7.0± 0.2 8.2± 0.2 97.1 100
 MC4-K080092-SBTB 8.0± 0.2 9.2± 0.2 102.1 100
 MC4-K085098-SBTB 8.5± 0.2 9.8± 0.2 113.7 100
 MC4-K090102-SBTB 9.0± 0.2 10.2± 0.2 120.1 100
 Kaiphone · KAIFLEX · Taiwan · Since 1993 │ www.kaiflex.com.tw │ Tel: +886-2-2267-9769 │ [email protected]
 Stainless Steel Mono Coil + Metal Foil + Braiding
 Electrical Flexible Conduit
 Series Code
 Features
 ProductPhoto
 ProductSpecification
 Note
 Profile
 TensileResistance
 -40℃~+350℃
 IP 40
 High
 Advanced High
 Yes
 TemperatureRange
 IP Rating
 Flexibility
 RoHS
 EMC Shielding
 High
 -40℃~+350℃
 IP 40
 High
 Yes
 High
 Advanced High
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 Ordering Information Guide
 Appendix
 P XXXXXX X XX -
 Apply for Square Lock & Interlocked Type
 X XXX
 Structure 2
 1：Stretched Type2：Retractable Type
 Category
 Square Lock/Interlocked
 ID+OD Core Material Structure 1
 Six Code S：Stainless Steel
 1：Square Lock2：Interlocked
 Braiding Material
 SB：Stainless Steel Braiding
 TB：Tinned Copper Braiding
 Jacket Material
 P：PVCU：PUE：TPEK：Explosion Proof
 Coating Type
 1：Flat Coating2：Curve Coating
 SUS Square Lock/InterlockedSUS Square Lock/Interlocked+JacketSUS Square Lock/Interlocked+BraidingSUS Square Lock/Interlocked+Braiding+JacketSUS Square Lock/Interlocked+Jacket+Braiding： ~ +
 MC X X XXXXXX X XX X XX- -
 G： GreyR： RedU： BlueB： Black
 Category Structure Processing ID+OD
 Mono Coil
 1：Stainless Steel Mono Coil +Braiding2：Stainless Steel Mono Coil +Jacket3：Stainless Steel Mono Coil +Braiding+Jacket4：Stainless Steel Mono Coil +Metal Foil+Braiding
 K：Narrow Band J：Wide Band
 Six Code
 Core Material Metal Foil Braiding Material Jacket Material Jacket Color
 S：Stainless Steel A：Aluminum FoilB：Copper Foil
 SB：Stainless Steel Braiding
 TB：Tinned Copper Braiding
 P：PVCU：PUE：TPEL：LSZH
 Apply for Mono Coil Type
 (MC1) SUS Mono Coil +Braiding(MC2) SUS Mono Coil +Jacket(MC3) SUS Mono Coil +Braiding+Jacket(MC4) SUS Mono Coil +Metal Foil+Braiding
 ： ~ +
 ： ~ + ： ~ + ： ~ + ： ~ +
 ： ~ +
 ： ~ + ： ~ +
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 IP coding system is to indicate the degrees of protection provided by enclosures for electricalequipment against access to hazardous parts, ingress of solid objects and liquid. The greaternumeral means higher protection rating.
 IP Coding System
 Solid Particle Protection
 0 No Protection
 1Protect against the object >50mmex.: carelessly touch by hands
 2Protect against the object >12.5mm ex.: carelessly touch by fingers
 3Protect against the object >2.5mmex.: tools, thick wires & etc.
 4Protect against the object >1.0mmex.: most wires, thin screws, ants & etc.
 5Dust Protection. Ingress amount interfering operation is not allowed.
 6 Dust tight. No ingress is allowed.
 Liquid Ingress Protection
 0 No Protection
 1 Protect against vertically dripping water.
 2Protect against vertically dripping water while specimen sloped at 15°.
 3Protect against spraying water at any angle up to 60° from vertical.
 4Protect against splashing water from any direction.Limit ingress is permitted.
 5Protect against water projected with low pressurefrom any direction. Limit ingress is permitted.
 6Protect against water projected with high pressure from any direction. Limit ingress is permitted.
 7Protect against immersion in water up to 1m for 30min. Limit ingress is permitted.
 8Protect against continuous immersion in water with depth deeper than 1m.
 9KProtect against close-range high pressure (80~100bar), high temperature (80℃) water jet
 from any direction.
 IP XX
 Appendix
  Serena
 線段
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