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EV1000 Clinical PlatformSet-Up GuideFor Use with FloTrac Sensor, PreSep Catheter and VolumeView Set
 What you need. When you need it.
 EV1000 Clinical Platform
 EV1000 Monitor
 Edwards= Critical Care System
 +
 EV1000 Databox
 VolumeView set
 FloTrac sensor
 OR
 PreSep oximetry catheter
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 System Set-up
 FloTrac sensor PreSep oximetry catheter Oximetry cable TruWave pressure transducer
 1
 2
 3
 4
 EV1000 Clinical Platform + FloTrac Sensor + PreSep Oximetry Catheter
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EV1000 Clinical Platform Start-Up with the FloTrac Sensor
 Before start-up, please ensure monitor, cables and patient cables are all connected.
 1. Turn-on monitor and databox. System self-test starts.
 2. Enter new patient data OR continue with existing patient.
 3. Set-up FloTrac sensor and TruWave CVP transducer and connect to databox.
 4. Ensure the sensor and transducer are level to patient’s phlebostatic axis and zero transducers on monitor using Clinical Actions button.
 5. Choose continuous parameters, and define alarms/target range (see Parameters and Formulas Table and instructions below).
 6. Monitor patient in real time with one of the six available screens (see EV1000 system monitoring screens).
 Choosing Parameters and Setting Alarms
 Choose the parameters you want to view on screen. Click outside the parameter globe to a pop-up window. Select individual parameters. Displayed parameters are circled. The selected parameter background is pink (see Figure A).
 Alarms can be individually chosen.Click inside the parameter circle to access the alarms/target menu. (The initial state is the default.) Once you set your alarm, this will become the new default mode(see Figure B).
 Figure A
 Figure B
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EV1000 Clinical Platform Start-Up with the PreSep Oximetry Catheter
 1. Connect the optical module to the oximetry color coded connector on the back of the EV1000 monitor. Recommend 20 minutes for the optical module to warm up.
 2. Open the PreSep catheter lid exposing only the optics connection or entire tray, depending on technique, remove optics connection being careful not to contaminate tray contents.
 3. Connect PreSep catheter to the optical module matching “TOP” on both optical module and optics connection and perform in vitro calibration.
 4. If catheter is already inserted, perform in vivo calibration.
 In vitro Calibration 1. Press Clinical Actions icon.
 2. Press Oximetry Calibration icon.
 3. Select ScvO2.
 4. Select In vitro Calibration.
 5. Select HGB (hemoglobin) or Hct (Hematocrit), then enter the lab value if available or otherwise use the default values.
 6. Select Calibrate. You will see the message: In vitro Calibration in progress. Ready in 20 seconds.
 When the countdown reaches 0 seconds you will see the following message: In vitro Calibration OK. Insert catheter then select Start.
 7. Update hemoglobin level when available.
 In vivo Calibration 1. In vivo calibration is performed after the catheter has been inserted into the patient.
 2. Select Clinical Actions icon then Oximetry Calibration icon.
 3. Select In vivo Calibration.
 4. Select Continue unless a Wall Artifact or Wedge Detected, or Unstable Signal message appears, in which case you should attempt to troubleshoot the problem as instructed in the Troubleshooting section of the user’s manual.
 5. Press then withdraw the blood sample. The display changes to show the draw time and the value of parameters ScvO2/SvO2 and HGB at the draw time.
 6. Draw the waste blood (clearing volume) sample slowly from the distal lumen.
 7. Draw the laboratory blood sample slowly (2 ml [cc] over 30 seconds).
 8. Send the blood sample for measured analysis by Co-Oximeter.
 9. Upon receipt of the lab values from the drawn sample, enter the oximetry value and either the HGB or Hct.
 10. After the values are entered, select Calibrate. This action initiates the calibration of the optical module.
 11. At the end of the 25 second countdown, the Calibration Menu is removed from the screen and the Oximetry Menu is displayed.
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Recall Optical Module Data 1. In the event that a patient needs to be transported while oximetry is being
 monitored, patient data (e.g., height, weight, and BSA) and system calibration information can be transferred with the patient via the optical module, eliminating the need to recalibrate the monitor.
 2. With the catheter connected to the optical module, unplug the optical module cable from the EV1000 monitor and transport it with the patient. The catheter should not be disconnected from the optical module.
 3. If the optical module is being connected to another EV1000 monitor, make sure that previous patient data is cleared from the monitor.
 4. Once the patient has been transferred, reconnect the optical module cable to the EV1000 monitor.
 5. Select Clinical Actions icon then Oximetry Calibration icon.
 6. The Oximetry Frame, select Recall OM Data.
 7. The calibration data in the optical module will be displayed. If the optical module data is less than 24 hours old, confirmation instructions and a Yes/No confirmation is displayed. Select Yes to start oximetry monitoring using the recalled calibration information OR select No and perform an in vivo calibration. If the optical module data is more than 24 hours old, the optical module data cannot be recalled and a new calibration must be performed.
 NOTE: Keep the date and time of all EV1000 monitors current. If the date and/or time of the EV1000 monitor being transported “from” differs from the EV1000 monitor being transported “to,” then the 24 hour test may not work properly.
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System Set-up
 VolumeView sensor VolumeView femoral arterial catheter VolumeView thermistor manifold PreSep oximetry catheter TruWave pressure transducer Oximetry cable
 1
 2
 3
 4
 5
 6
 1
 2
 34
 5
 6
 EV1000 Clinical Platform + VolumeView Set + PreSep Oximetry Catheter
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EV1000 Clinical Platform Start-Up with the VolumeView Set
 Before start-up, please ensure monitor, cables and patient cables are all connected.
 1. Turn-on monitor and databox. System self-test starts.
 2. Enter new patient data OR continue with existing patient.
 3. Set-up and prime VolumeView sensor and TruWave CVP transducer and connect to databox.
 4. Ensure the sensor and transducer are level to patient’s phlebostatic axis and zero transducers on monitor using Clinical Actions button.
 5. Choose continuous parameters, and define alarms/target range (see Parameters and Formulas Table and instructions below).
 6. Start transpulmonary thermodilution - inject bolus and review and edit boluses results.
 7. Monitor patient in real time with one of the six available screens (see EV1000 system monitoring screens).
 Choosing Parameters and Setting Alarms
 Choose the parameters you want to view on screen. Click outside the parameter globe to a pop-up window. Select individual parameters. Displayed parameters are circled. The selected parameter background is pink (see Figure A).
 Alarms can be individually chosen.Click inside the parameter circle to access the alarms/target menu. (The initial state is the default.) Once you set your alarm, this will become the new default mode(see Figure B).
 Figure A
 Figure B
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Thermodilution Bolus - VolumeView Set
 1. Insert the VolumeView femoral arterial catheter according to the directions for use.
 2. A CVC must be inserted (consider PreSep oximetry catheter).
 3. Ensure the TruWave central venous pressure transducer and VolumeView sensor are primed and then connected to the EV1000 databox.
 4. Ensure the sensor and transducer are level to patient’s phlebostatic axis and zero transducers on monitor using Clinical Actions button.
 5. Connect the VolumeView sensor to the VolumeView femoral arterial catheter and confirm the appropriate waveforms and pressures are displayed.
 6. Connect the databox thermistor cable to the VolumeView femoral arterial thermistor and confirm appropriate temperature on the EV1000 monitor.
 7. Prime the VolumeView set manifold, removing all air. Connect the TruWave central venous pressure transducer to the VolumeView manifold and then connect it to the central venous catheter and confirm the appropriate waveform and pressure are displayed.
 8. Connect the in-line injectate thermistor probe to the VolumeView manifold.
 9. Connect a pre-chilled syringe with (15 or 20 ml) normal saline to the VolumeView manifold valve/port.
 10. Touch the Clinical Actions button and then touch the Thermodilution to start the TPTD procedure.
 11. Select the desired injectate volume on the keypad (prefer 15 or 20 ml).
 12. Select Lung Resection, if appropriate, as well as the descriptor (for example RUL = right upper lobectomy).
 13. Touch Start Set. Wait is highlighted until the thermal baseline is reached.
 14. When Inject is highlighted, use a rapid, smooth, continuous method to inject the cold solution with the volume amount previously selected.
 15. Observe the calculation. Repeat steps 13 and 14. Edit the series of boluses. Touch Accept.
 87
 9
 For professional use. CAUTION: Federal (United States) law restricts this device to sale by or on the order of a physician. See instructions for use for full prescribing information, including indications, contraindications, warnings, precautions and adverse events.
 Edwards, Edwards Lifesciences, Edwards Critical Care System, the stylized E logo, EV1000, FloTrac, PreSep, TruWave, and VolumeView are trademarks of Edwards Lifesciences Corporation. © 2011 Edwards Lifesciences Corporation. All rights reserved. AR06420
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